
10G X2&XENPAK



Part Number Data Rate Wavelength(nm) Tx Power(dBm) Rx Sen(dBm) Reach Connector Temp.

X2&XENPAK

X2-MM85TG-S3DC 10Gb/s 850 -5～-1 ≤-10.5 300m(SR) Duplex SC C

X2-MM31TG-S2DC 10Gb/s 1310 -8.0～-0.5 ≤-10.5 220m(LRM) Duplex SC C

X2-SM31TG-10DC 10Gb/s 1310 -8.2～-0.5 ≤-14.4 10km(LR) Duplex SC C

X2-SM55TG-40DC 10Gb/s 1550 -1.0～+2 ≤--14.1 40km(ER) Duplex SC C

X2-SM55TG-80DC 10Gb/s 1550 0～+4 -24 80km(ZR) Duplex SC C

XPK-MM85TG-S3DC 10Gb/s 850 -5～-1 ≤–7.5 300m(SR) Duplex SC C

XPK-MM31TG-S2DC 10Gb/s 1310 –8.0～–0.5 ≤-10.5 220m(LRM) Duplex SC C

XPK-SM31TG-10DC 10Gb/s 1310 –8.2～–0.5 ≤–12.6 10km(LR) Duplex SC C

XPK-SM55TG-40DC 10Gb/s 1550 -1～+2 ≤--14.0 40km(ER) Duplex SC C

XPK-SM55TG-80DC 10Gb/s 1550 0～+4 ≤-24 80km(ZR) Duplex SC C

Operating case temperature: C= 0 to +70° I= -40 to +85°C




